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INTRODUCTION  
  

American Connectors, Inc. is pleased to introduce a new catalog in 2007 for our 

PER FIT
® 

Metal Clad (MC) Cable Connectors.  The PER FIT
® 

line of connectors 

provides the electrical industry with the most reliable solution that is fast and easy 

to use for terminating interlock armor and MC cable.  American Connectors, Inc. 

prides itself in excellent customer service relations, and shipping out most orders 

the same day they are received.  If you have any questions a friendly and 

knowledgeable customer service agent will be on hand to take your call.    

 

 
  

ABOUT THE CONNECTORS 
  

How is a PER FIT® connector used? 
 

A PER FIT
® 

connector is screwed onto the exposed armor of a metal clad cable to 

assure a perfect fit and a positive ground every time. 

 

Why use a PER FIT® connector? 
 

PER FIT
® 

connectors internal scroll design provides the following benefits to                                        

efficiently and effectively install metal clad cable: 

 Fast installation 

 Easy to use 

 A 360° ground with reliable termination 

 No internal components to lose or fail 

 Prevents cable pullout 

 

PER FIT
® 

 Pouring Chamber connectors: 

 Allows continuity testing before sealing the connector  

      (new installation only). 

 

PER FIT
® 

connectors are: 

 Factory pre-assembled with all component parts 

 UL and CUL listed  

      (available in designs for all Classifications, Groups and Divisions) 
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What material is the connector made of? 
 

PER FIT
® 

connectors are commonly made of 6061 aluminum.  Other materials such 

as brass, nickel plating and 303, 304, and 316 stainless steel are also available for 

special applications.  For those extra corrosive areas, pre-cut lengths of heat shrink 

are available. 

 

How are the connectors sold?   
 

  
PER FIT

® 
connectors are available through an authorized electrical dealer.  Contact 

us at 1-800-535-6268 to place an order or find the dealer nearest you. 

 

 Where are the PER FIT® connectors installed at this time? 
 

PER FIT
® 

connectors are used world-wide in industrial factories, paper mills, 

offshore drilling rigs, commercial buildings, speedways, resorts, department stores, 

and any other location utilizing metal clad cable. 

 
What is the shipping time? 
 

Shipping time is usually same day on most orders.  For special order materials or 

large projects please call for a shipment schedule.  Our connectors are shipped UPS 

Ground Service unless otherwise specified.  

 
 Is there a minimum order? 
 

No, there is not a minimum order quantity, but for all orders placed over $1,000 

American Connectors, Inc. will pick up the freight if shipped UPS Ground. 
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ABOUT THE COMPANY  
 

Our Mission: American Connectors, Inc. is dedicated to providing excellence in service 

and the highest quality connectors available to the electrical industry.  

 

          
 
Where is the company located? 
 
           American Connectors, Inc. is a Texas corporation located in Fort Worth.  

 
How long has the company been in business? 
 
 American Connectors, Inc. began operation in 1986, under the tutelage and support 

of its late owner, Mrs. Frances M. Findley.  With her care and unwavering support 

the business has grown into a company dedicated to providing for the needs of the 

customer while offering the best connector in the electrical industry.  American 

Connectors, Inc. has since been passed on to the Findley family who continue to 

maintain their beloved and greatly admired motherôs vision of a continually growing 

business that surpasses the competition in customer service and high quality 

products.    

 
Who handles the orders? 
 
 Carol Jordan has been with American Connectors, Inc. since the beginning and is 

dedicated to providing high quality customer service.  She will go the extra mile to 

see that your order is processed, properly packaged, and shipped according to your 

specifications in a timely manner.  She is not only the manager, but the backbone of 

the company.  Mrs. Jordan leads a team of employees who also assist with the 

ordering process and will provide you with outstanding courteous service 

unparalleled in the electrical industry. 
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PER FIT
®
 Connectors 

& Specifications 
 

PER FIT
®
 connectors come in several different types and sizes to meet the needs of the industry 

using metal clad (MC) cable.  PER FIT
® 

connectors are sized to fit metal clad cables ranging in 

sizes from ½ inch up to 4.33 inches.  The Non-Water Tight (NWT) and Non-Water Tight Union 

(NWTU) connectors are listed for indoor use or dry locations, while the Water Tight (WT) and 

Water Tight Union (WTU) connectors are UL listed for wet locations.  The Water Tight Pouring 

Chamber (WTPC) and Water Tight Union Pouring Chamber (WTUPC) are UL listed for hazardous 

locations where a gas block is needed.  The following pages include detailed information on each 

connector type, specifications, and sizing guidelines.  To appropriately size the connector for a 

cable, the outer diameter of the metal armor must be measured. 
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HOW TO ORDERé 
 

Select the correct connector size 

 
Measure the outer diameter (O.D.) of the 

Armor or Metal Sheath on the cable 

 

Use the chart on the next page to find the 

appropriate size 

 

Contact your electrical distributor or 

call us for a quote 

 

 

SHIPMENT 
Same Day Shipment on Most Orders 

 

UPS Ground Service (Unless Specified 

Otherwise) 

 
No Minimum Order Required 

Non-Water Tight (NWT) 
METAL CLAD (TYPE MC SERIES) CABLE CONNECTOR 

 

 
 

 

 
NON-WATER TIGHT CONNECTOR 

 Used for panels or knockout boxes without a union hub 

 Fast and easy installation 

 Unique one-piece body ï no internal components 

 Locknut and bushing provided  

 Provides a 360° ground 

 Internal scroll design prevents cable pullout 

 Factory assembled 
 

UL LISTED FOR THESE LOCATIONS 

 Class III 
 

MATERIALS AVAILABLE 

 Standard Stock:  6061 Aluminum 

 Special Order: (Call for delivery date) 
o Brass 
o Nickel-Plating 
o Stainless Steel 303, 304, 316  

 
OTHER ACCESSORIES 

 Heat Shrink Sleeves for Harsh Environments 
 

ENGINEERING SERVICES 

 Available for Special Applications 
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Non-Water Tight (NWT) Connector Size 
NWT 

Catalog 
Number 

NPT 
Thread 

Size 

Cable Armor 
Range O.D. 

(Inches) 

Cable Jacket 
Range O.D. 

(Inches) 

Connector 
Diameter 
(Inches) 

Connector 
Assembled 

Length (Inches) 

Std. 
Pkg. 
Qty. 

       

NWT 044-050 İò 0.380-0.440 0.470-0.530 1.12 1.75 25 

NWT 050-050 İò 0.440-0.500 0.530-0.590 1.12 1.75 25 

NWT 056-050 İò 0.500-0.560 0.590-0.650 1.12 1.75 25 

NWT 062-050 İò 0.560-0.620 0.650-0.710 1.12 1.75 25 

       

NWT 062-075 Ĳò 0.560-0.620 0.650-0.710 1.25 1.85 25 

NWT 069-075 Ĳò 0.620-0.690 0.710-0.780 1.25 1.85 25 

NWT 076-075 Ĳò 0.690-0.760 0.780-0.850 1.25 1.85 25 

NWT 083-075 Ĳò 0.760-0.830 0.850-0.920 1.25 1.85 25 

NWT 090-075 Ĳò 0.830-0.900 0.920-0.990 1.25 1.85 25 

       

NWT 097-100 1ò 0.900-0.970 0.990-1.060 1.62 2.20 10 

NWT 104-100 1ò 0.970-1.040 1.060-1.130 1.62 2.20 10 

NWT 111-100 1ò 1.040-1.110 1.130-1.200 1.62 2.20 10 

NWT 118-100 1ò 1.110-1.180 1.200-1.270 1.62 2.20 10 

       

NWT 125-125 1 ıò 1.180-1.250 1.270-1.360 1.87 2.30 10 

NWT 132-125 1 ıò 1.250-1.320 1.360-1.430 1.87 2.30 10 

NWT 139-125 1 ıò 1.320-1.390 1.430-1.500 1.87 2.30 10 

       

NWT 148-150 1 İò 1.390-1.480 1.500-1.590 2.25 2.50 5 

NWT 157-150 1 İò 1.480-1.570 1.590-1.680 2.25 2.50 5 

NWT 166-150 1 İò 1.570-1.660 1.680-1.770 2.25 2.50 5 

       

NWT 175-200 2ò 1.660-1.750 1.770-1.880 2.62 3.10 4 

NWT 184-200 2ò 1.750-1.840 1.880-1.970 2.62 3.10 4 

NWT 193-200 2ò 1.840-1.930 1.970-2.060 2.62 3.10 4 

NWT 202-200 2ò 1.930-2.020 2.060-2.150 2.62 3.10 4 

       

NWT 213-250* 2 İò 2.020-2.130 2.150-2.290 3.25 3.45** 2 

NWT 224-250* 2 İò 2.130-2.240 2.290-2.400 3.25 3.45** 2 

NWT 235-250* 2 İò 2.240-2.350 2.400-2.510 3.25 3.45** 2 

NWT 246-250* 2 İò 2.350-2.460 2.510-2.620 3.25 3.45** 2 

NWT 257-250* 2 İò 2.460-2.570 2.620-2.730 3.25 3.45** 2 

       

NWT 271-300* 3ò 2.570-2.710 2.730-2.870 4.00 3.50** 1 

NWT 285-300* 3ò 2.710-2.850 2.870-3.010 4.00 3.50** 1 

NWT 299-300* 3ò 2.850-2.990 3.010-3.150 4.00 3.50** 1 

NWT 313-300* 3ò 2.990-3.130 3.150-3.290 4.00 3.50** 1 

       

NWT 328-350* 3 İò 3.130-3.280 3.290-3.480 4.50 3.75** 1 

NWT 343-350* 3 İò 3.280-3.430 3.480-3.630 4.50 3.75** 1 

NWT 358-350* 3 İò 3.430-3.580 3.630-3.780 4.50 3.75** 1 

       

NWT 373-400* 4ò 3.580-3.730 3.780-3.930 5.00 3.80** 1 

NWT 388-400* 4ò 3.730-3.880 3.930-4.080 5.00 3.80** 1 

NWT 403-400* 4ò 3.880-4.030 4.080-4.230 5.00 3.80** 1 

NWT 418-400* 4ò 4.030-4.180 4.230-4.380 5.00 3.80** 1 

NWT 433-400* 4ò 4.180-4.330 4.380-4.530 5.00 3.80** 1 

* Please Note: For NPT sizes 2 İò and larger for use on interlocked armor, add suffix ñFò to catalog number.  

**Connector assembled length is İò shorter on interlocked armor connectors designated with an ñFò on sizes 2 İò 

and larger. 
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HOW TO ORDERé 
 

Select the correct connector size 

 
Measure the outer diameter (O.D.) of the 

Armor or Metal Sheath on the cable 

 

Use the chart on the next page to find the 

appropriate size 

 

Contact your electrical distributor or 

call us for a quote 

 

 

SHIPMENT 
Same Day Shipment on Most Orders 

 

UPS Ground Service (Unless Specified 

Otherwise) 

 
No Minimum Order Required 

 

Non-Water Tight Union (NWTU) 
METAL CLAD (TYPE MC SERIES) CABLE CONNECTOR 

 
 

 

 
NON-WATER TIGHT UNION CONNECTOR 

 Used for locations requiring a union hub 

 Fast and easy installation 

 Unique one-piece body ï no internal components 
 Provides a 360° ground 

 Internal scroll design prevents cable pullout 

 Factory assembled 
 

UL LISTED FOR THESE LOCATIONS 

 Class III 
 

MATERIALS AVAILABLE 

 Standard Stock:  6061 Aluminum 

 Special Order: (Call for delivery date) 
o Brass 
o Nickel-Plating 
o Stainless Steel 303, 304, 316  

 
OTHER ACCESSORIES 

 Heat Shrink Sleeves for Harsh Environments 
 

ENGINEERING SERVICES 

 Available for Special Applications 
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Non-Water Tight Union (NWTU) Connector Size 
NWTU 
Catalog 
Number 

NPT 
Thread 

Size 

Cable Armor 
Range O.D. 

(Inches) 

Cable Jacket 
Range O.D. 

(Inches) 

Connector 
Diameter 
(Inches) 

Connector 
Assembled 

Length (Inches) 

Std. 
Pkg. 
Qty. 

       

NWTU 044-050 İò 0.380-0.440 0.470-0.530 1.25 2.50 25 

NWTU 050-050 İò 0.440-0.500 0.530-0.590 1.25 2.50 25 

NWTU 056-050 İò 0.500-0.560 0.590-0.650 1.25 2.50 25 

NWTU 062-050 İò 0.560-0.620 0.650-0.710 1.25 2.50 25 

       

NWTU 062-075 Ĳò 0.560-0.620 0.650-0.710 1.50 2.65 25 

NWTU 069-075 Ĳò 0.620-0.690 0.710-0.780 1.50 2.65 25 

NWTU 076-075 Ĳò 0.690-0.760 0.780-0.850 1.50 2.65 25 

NWTU 083-075 Ĳò 0.760-0.830 0.850-0.920 1.50 2.65 25 

NWTU 090-075 Ĳò 0.830-0.900 0.920-0.990 1.50 2.65 25 

       

NWTU 097-100 1ò 0.900-0.970 0.990-1.060 2.00 3.10 10 

NWTU 104-100 1ò 0.970-1.040 1.060-1.130 2.00 3.10 10 

NWTU 111-100 1ò 1.040-1.110 1.130-1.200 2.00 3.10 10 

NWTU 118-100 1ò 1.110-1.180 1.200-1.270 2.00 3.10 10 

       

NWTU 125-125 1 ıò 1.180-1.250 1.270-1.360 2.12 3.20 10 

NWTU 132-125 1 ıò 1.250-1.320 1.360-1.430 2.12 3.20 10 

NWTU 139-125 1 ıò 1.320-1.390 1.430-1.500 2.12 3.20 10 

       

NWTU 148-150 1 İò 1.390-1.480 1.500-1.590 2.50 3.70 5 

NWTU 157-150 1 İò 1.480-1.570 1.590-1.680 2.50 3.70 5 

NWTU 166-150 1 İò 1.570-1.660 1.680-1.770 2.50 3.70 5 

       

NWTU 175-200 2ò 1.660-1.750 1.770-1.880 3.00 4.70 4 

NWTU 184-200 2ò 1.750-1.840 1.880-1.970 3.00 4.70 4 

NWTU 193-200 2ò 1.840-1.930 1.970-2.060 3.00 4.70 4 

NWTU 202-200 2ò 1.930-2.020 2.060-2.150 3.00 4.70 4 

       

NWTU 213-250* 2 İò 2.020-2.130 2.150-2.290 3.75 5.25** 2 

NWTU 224-250* 2 İò 2.130-2.240 2.290-2.400 3.75 5.25** 2 

NWTU 235-250* 2 İò 2.240-2.350 2.400-2.510 3.75 5.25** 2 

NWTU 246-250* 2 İò 2.350-2.460 2.510-2.620 3.75 5.25** 2 

NWTU 257-250* 2 İò 2.460-2.570 2.620-2.730 3.75 5.25** 2 

       

NWTU 271-300* 3ò 2.570-2.710 2.730-2.870 4.50 5.30** 1 

NWTU 285-300* 3ò 2.710-2.850 2.870-3.010 4.50 5.30** 1 

NWTU 299-300* 3ò 2.850-2.990 3.010-3.150 4.50 5.30** 1 

NWTU 313-300* 3ò 2.990-3.130 3.150-3.290 4.50 5.30** 1 

       

NWTU 328-350* 3 İò 3.130-3.280 3.290-3.480 5.50 5.55** 1 

NWTU 343-350* 3 İò 3.280-3.430 3.480-3.630 5.50 5.55** 1 

NWTU 358-350* 3 İò 3.430-3.580 3.630-3.780 5.50 5.55** 1 

       

NWTU 373-400* 4ò 3.580-3.730 3.780-3.930 6.00 5.60** 1 

NWTU 388-400* 4ò 3.730-3.880 3.930-4.080 6.00 5.60** 1 

NWTU 403-400* 4ò 3.880-4.030 4.080-4.230 6.00 5.60** 1 

NWTU 418-400* 4ò 4.030-4.180 4.230-4.380 6.00 5.60** 1 

NWTU 433-400* 4ò 4.180-4.330 4.380-4.530 6.00 5.60** 1 

* Please Note: For NPT sizes 2 İò and larger for use on interlocked armor, add suffix ñFò to catalog number.  

**Connector assembled length is İò shorter on interlocked armor connectors designated with an ñFò on sizes 2 İò 

and larger. 
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HOW TO ORDERé 
 

Select the correct connector size 

 
Measure the outer diameter (O.D.) of the 

Armor or Metal Sheath on the cable 

 

Use the chart on the next page to find the 

appropriate size 

 

Contact your electrical distributor or 

call us for a quote 

 

 

SHIPMENT 
Same Day Shipment on Most Orders 

 

UPS Ground Service (Unless Specified 

Otherwise) 

 
No Minimum Order Required 

 

Water Tight (WT) 
METAL CLAD (TYPE MC SERIES) CABLE CONNECTOR 

 
 

 

 
WATER TIGHT CONNECTOR 

 Used for panels or knockout boxes without a union hub 

 Fast and easy installation 

 Includes a locknut, bushing, and gasket 

 Unique one-piece body ï no internal components 
 Provides a 360° ground 

 Internal scroll design prevents cable pullout 

 Factory assembled 
 

UL LISTED FOR THESE LOCATIONS 

 Class III ï Indoor/Outdoor 
 

MATERIALS AVAILABLE 

 Standard Stock:  6061 Aluminum 

 Special Order: (Call for delivery date) 
o Brass 
o Nickel-Plating 
o Stainless Steel 303, 304, 316  

 
OTHER ACCESSORIES 

 Heat Shrink Sleeves for Harsh Environments 
 

ENGINEERING SERVICES 

 Available for Special Applications 
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Water Tight (WT) Connector Size 
WT 

Catalog 
Number 

NPT 
Thread 

Size 

Cable Armor 
Range O.D. 

(Inches) 

Cable Jacket 
Range O.D. 

(Inches) 

Connector 
Diameter 
(Inches) 

Connector 
Assembled 

Length (Inches) 

Std. 
Pkg. 
Qty. 

       

WT 044-050 İò 0.380-0.440 0.470-0.530 1.25 2.60 25 

WT 050-050 İò 0.440-0.500 0.530-0.590 1.25 2.60 25 

WT 056-050 İò 0.500-0.560 0.590-0.650 1.25 2.60 25 

WT 062-050 İò 0.560-0.620 0.650-0.710 1.25 2.60 25 

       

WT 062-075 Ĳò 0.560-0.620 0.650-0.710 1.50 2.70 25 

WT 069-075 Ĳò 0.620-0.690 0.710-0.780 1.50 2.70 25 

WT 076-075 Ĳò 0.690-0.760 0.780-0.850 1.50 2.70 25 

WT 083-075 Ĳò 0.760-0.830 0.850-0.920 1.50 2.70 25 

WT 090-075 Ĳò 0.830-0.900 0.920-0.990 1.50 2.70 25 

       

WT 097-100 1ò 0.900-0.970 0.990-1.060 2.00 3.30 10 

WT 104-100 1ò 0.970-1.040 1.060-1.130 2.00 3.30 10 

WT 111-100 1ò 1.040-1.110 1.130-1.200 2.00 3.30 10 

WT 118-100 1ò 1.110-1.180 1.200-1.270 2.00 3.30 10 

       

WT 125-125 1 ¼ò 1.180-1.250 1.270-1.360 2.12 3.40 10 

WT 132-125 1 ıò 1.250-1.320 1.360-1.430 2.12 3.40 10 

WT 139-125 1 ıò 1.320-1.390 1.430-1.500 2.12 3.40 10 

       

WT 148-150 1 İò 1.390-1.480 1.500-1.590 2.50 3.70 5 

WT 157-150 1 İò 1.480-1.570 1.590-1.680 2.50 3.70 5 

WT 166-150 1 İò 1.570-1.660 1.680-1.770 2.50 3.70 5 

       

WT 175-200 2ò 1.660-1.750 1.770-1.880 3.00 4.30 4 

WT 184-200 2ò 1.750-1.840 1.880-1.970 3.00 4.30 4 

WT 193-200 2ò 1.840-1.930 1.970-2.060 3.00 4.30 4 

WT 202-200 2ò 1.930-2.020 2.060-2.150 3.00 4.30 4 

       

WT 213-250* 2 İò 2.020-2.130 2.150-2.290 3.75 4.70** 2 

WT 224-250* 2 İò 2.130-2.240 2.290-2.400 3.75 4.70** 2 

WT 235-250* 2 İò 2.240-2.350 2.400-2.510 3.75 4.70** 2 

WT 246-250* 2 İò 2.350-2.460 2.510-2.620 3.75 4.70** 2 

WT 257-250* 2 İò 2.460-2.570 2.620-2.730 3.75 4.70** 2 

       

WT 271-300* 3ò 2.570-2.710 2.730-2.870 4.50 4.80** 1 

WT 285-300* 3ò 2.710-2.850 2.870-3.010 4.50 4.80** 1 

WT 299-300* 3ò 2.850-2.990 3.010-3.150 4.50 4.80** 1 

WT 313-300* 3ò 2.990-3.130 3.150-3.290 4.50 4.80** 1 

       

WT 328-350* 3 İò 3.130-3.280 3.290-3.480 5.50 5.00** 1 

WT 343-350* 3 İò 3.280-3.430 3.480-3.630 5.50 5.00** 1 

WT 358-350* 3 İò 3.430-3.580 3.630-3.780 5.50 5.00** 1 

       

WT 373-400* 4ò 3.580-3.730 3.780-3.930 6.00 5.00** 1 

WT 388-400* 4ò 3.730-3.880 3.930-4.080 6.00 5.00** 1 

WT 403-400* 4ò 3.880-4.030 4.080-4.230 6.00 5.00** 1 

WT 418-400* 4ò 4.030-4.180 4.230-4.380 6.00 5.00** 1 

WT 433-400* 4ò 4.180-4.330 4.380-4.530 6.00 5.00** 1 

*Please Note: For NPT sizes 2 İò and larger for use on interlocked armor, add suffix ñFò to catalog number.  

**Connector assembled length is İò shorter on interlocked armor connectors designated with an ñFò on sizes 2 İò 

and larger. 
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HOW TO ORDERé 
 

Select the correct connector size 

 
Measure the outer diameter (O.D.) of the 

Armor or Metal Sheath on the cable 

 

Use the chart on the next page to find the 

appropriate size 

 

Contact your electrical distributor or 

call us for a quote 

 

 

SHIPMENT 
Same Day Shipment on Most Orders 

 

UPS Ground Service (Unless Specified 

Otherwise) 

 
No Minimum Order Required 

 

Water Tight Union (WTU) 
METAL CLAD (TYPE MC SERIES) CABLE CONNECTOR 

 
 

 
WATER TIGHT UNION CONNECTOR 

 Used for locations requiring a union hub 

 Fast and easy installation 

 Unique one-piece body ï no internal components 
 Provides a 360° ground 

 Internal scroll design prevents cable pullout 

 Factory assembled 
 

UL LISTED FOR THESE LOCATIONS 

 Class III ï Indoor/Outdoor 
 

MATERIALS AVAILABLE 

 Standard Stock:  6061 Aluminum 

 Special Order: (Call for delivery date) 
o Brass 
o Nickel-Plating 
o Stainless Steel 303, 304, 316  

 
OTHER ACCESSORIES 

 Heat Shrink Sleeves for Harsh Environments 
 

ENGINEERING SERVICES 

 Available for Special Applications 
 
 
 

 



PER FIT ® 
The Perfect Fit Connector 

AMERICAN CONNECTORS, INC. Ā 2006 Martin Luther King Frwy Ā Fort Worth, TX 76104 

(800) 535-6268 Ā FAX (817) 536-0546 Ā www.americanconnectors.com 

1-15 

Water Tight Union (WTU) Connector Size 
WTU 

Catalog 
Number 

NPT 
Thread 

Size 

Cable Armor 
Range O.D. 

(Inches) 

Cable Jacket 
Range O.D. 

(Inches) 

Connector 
Diameter 
(Inches) 

Connector 
Assembled 

Length (Inches) 

Std. 
Pkg. 
Qty. 

       

WTU 044-050 İò 0.380-0.440 0.470-0.530 1.25 2.60 25 

WTU 050-050 İò 0.440-0.500 0.530-0.590 1.25 2.60 25 

WTU 056-050 İò 0.500-0.560 0.590-0.650 1.25 2.60 25 

WTU 062-050 İò 0.560-0.620 0.650-0.710 1.25 2.60 25 

       

WTU 062-075 Ĳò 0.560-0.620 0.650-0.710 1.50 2.70 25 

WTU 069-075 Ĳò 0.620-0.690 0.710-0.780 1.50 2.70 25 

WTU 076-075 Ĳò 0.690-0.760 0.780-0.850 1.50 2.70 25 

WTU 083-075 Ĳò 0.760-0.830 0.850-0.920 1.50 2.70 25 

WTU 090-075 Ĳò 0.830-0.900 0.920-0.990 1.50 2.70 25 

       

WTU 097-100 1ò 0.900-0.970 0.990-1.060 2.00 4.00 10 

WTU 104-100 1ò 0.970-1.040 1.060-1.130 2.00 4.00 10 

WTU 111-100 1ò 1.040-1.110 1.130-1.200 2.00 4.00 10 

WTU 118-100 1ò 1.110-1.180 1.200-1.270 2.00 4.00 10 

       

WTU 125-125 1 ıò 1.180-1.250 1.270-1.360 2.12 4.10 10 

WTU 132-125 1 ıò 1.250-1.320 1.360-1.430 2.12 4.10 10 

WTU 139-125 1 ıò 1.320-1.390 1.430-1.500 2.12 4.10 10 

       

WTU 148-150 1 İò 1.390-1.480 1.500-1.590 2.50 4.80 5 

WTU 157-150 1 İò 1.480-1.570 1.590-1.680 2.50 4.80 5 

WTU 166-150 1 İò 1.570-1.660 1.680-1.770 2.50 4.80 5 

       

WTU 175-200 2ò 1.660-1.750 1.770-1.880 3.00 5.70 4 

WTU 184-200 2ò 1.750-1.840 1.880-1.970 3.00 5.70 4 

WTU 193-200 2ò 1.840-1.930 1.970-2.060 3.00 5.70 4 

WTU 202-200 2ò 1.930-2.020 2.060-2.150 3.00 5.70 4 

       

WTU 213-250* 2 İò 2.020-2.130 2.150-2.290 3.75 6.30** 2 

WTU 224-250* 2 İò 2.130-2.240 2.290-2.400 3.75 6.30** 2 

WTU 235-250* 2 İò 2.240-2.350 2.400-2.510 3.75 6.30** 2 

WTU 246-250* 2 İò 2.350-2.460 2.510-2.620 3.75 6.30** 2 

WTU 257-250* 2 İò 2.460-2.570 2.620-2.730 3.75 6.30** 2 

       

WTU 271-300* 3ò 2.570-2.710 2.730-2.870 4.50 6.70** 1 

WTU 285-300* 3ò 2.710-2.850 2.870-3.010 4.50 6.70** 1 

WTU 299-300* 3ò 2.850-2.990 3.010-3.150 4.50 6.70** 1 

WTU 313-300* 3ò 2.990-3.130 3.150-3.290 4.50 6.70** 1 

       

WTU 328-350* 3 İò 3.130-3.280 3.290-3.480 5.50 6.90** 1 

WTU 343-350* 3 İò 3.280-3.430 3.480-3.630 5.50 6.90** 1 

WTU 358-350* 3 İò 3.430-3.580 3.630-3.780 5.50 6.90** 1 

       

WTU 373-400* 4ò 3.580-3.730 3.780-3.930 6.00 7.10** 1 

WTU 388-400* 4ò 3.730-3.880 3.930-4.080 6.00 7.10** 1 

WTU 403-400* 4ò 3.880-4.030 4.080-4.230 6.00 7.10** 1 

WTU 418-400* 4ò 4.030-4.180 4.230-4.380 6.00 7.10** 1 

WTU 433-400* 4ò 4.180-4.330 4.380-4.530 6.00 7.10** 1 

* Please Note: For NPT sizes 2 İò and larger for use on interlocked armor, add suffix ñFò to catalog number.  

**Connector assembled length is İò shorter on interlocked armor connectors designated with an ñFò on sizes 2 İò 

and larger. 
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HOW TO ORDERé 
 

Select the correct connector size 

 
Measure the outer diameter (O.D.) of the 

Armor or Metal Sheath on the cable 

 

Use the chart on the next page to find the 

appropriate size 

 

Contact your electrical distributor or 

call us for a quote 

 

 

SHIPMENT 
Same Day Shipment on Most Orders 

 

UPS Ground Service (Unless Specified 

Otherwise) 

 
No Minimum Order Required 

Water Tight Pouring Chamber (WTPC) 
METAL CLAD (TYPE MC SERIES) CABLE CONNECTOR 

 

WATER TIGHT FLAME RETARDANT CONNECTOR 

 Used for panels or knockout boxes without a union hub 

 Fast and easy installation 

 Unique one-piece body ï no internal components 
 Provides a 360° ground 

 Locknut, bushing, gasket, sealant, and damming fiber provided 

 Internal scroll design prevents cable pullout 

 Allows continuity testing before sealing the connector  

 Factory assembled 
 

UL LISTED FOR THESE LOCATIONS 

 Class I, Division 1, Groups A, B, C & D 

 Class I, Division 2, Groups A, B, C, & D 

 Class II, Division 2, Groups E, F, & G 

 Class III  
 

SEALANT/DAMMING FIBER  
 2130® Epoxy Sealant by 3M 

 Flame retardant cotton damming fiber  
 

MATERIALS AVAILABLE 

 Standard Stock:  6061 Aluminum 

 Special Order: (Call for delivery date) 
o Brass 
o Nickel-Plating 
o Stainless Steel 303, 304, 316  

 

OTHER ACCESSORIES 

 Heat Shrink Sleeves for Harsh Environments 

 Duplex gun (sold separately) for clean & quick  
      injection of 2130 

 

ENGINEERING SERVICES 

 Available for Special Applications 
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Water Tight Pouring Chamber (WTPC) Connector Size 
WTPC 
Catalog 
Number 

NPT 
Thread 

Size 

Cable Armor 
Range O.D. 

(Inches) 

Cable Jacket 
Range O.D. 

(Inches) 

Connector 
Diameter 
(Inches) 

Connector 
Assembled 

Length (Inches) 

Std. 
Pkg. 
Qty. 

       

WTPC 044-050 İò 0.380-0.440 0.470-0.530 1.25 3.62 10 

WTPC 050-050 İò 0.440-0.500 0.530-0.590 1.25 3.62 10 
WTPC 056-050 İò 0.500-0.560 0.590-0.650 1.25 3.62 10 
WTPC 062-050 İò 0.560-0.620 0.650-0.710 1.25 3.62 10 

       

WTPC 062-075 Ĳò 0.560-0.620 0.650-0.710 1.50 3.72 10 
WTPC 069-075 Ĳò 0.620-0.690 0.710-0.780 1.50 3.72 10 
WTPC 076-075 Ĳò 0.690-0.760 0.780-0.850 1.50 3.72 10 
WTPC 083-075 Ĳò 0.760-0.830 0.850-0.920 1.50 3.72 10 
WTPC 090-075 Ĳò 0.830-0.900 0.920-0.990 1.50 3.72 10 

       

WTPC 097-100 1ò 0.900-0.970 0.990-1.060 2.00 4.22 5 

WTPC 104-100 1ò 0.970-1.040 1.060-1.130 2.00 4.22 5 
WTPC 111-100 1ò 1.040-1.110 1.130-1.200 2.00 4.22 5 
WTPC 118-100 1ò 1.110-1.180 1.200-1.270 2.00 4.22 5 

       

WTPC 125-125 1 ıò 1.180-1.250 1.270-1.360 2.12 4.39 5 

WTPC 132-125 1 ıò 1.250-1.320 1.360-1.430 2.12 4.39 5 

WTPC 139-125 1 ıò 1.320-1.390 1.430-1.500 2.12 4.39 5 

       

WTPC 148-150 1 İò 1.390-1.480 1.500-1.590 2.50 4.84 5 

WTPC 157-150 1 İò 1.480-1.570 1.590-1.680 2.50 4.84 5 

WTPC 166-150 1 İò 1.570-1.660 1.680-1.770 2.50 4.84 5 

       

WTPC 175-200 2ò 1.660-1.750 1.770-1.880 3.00 5.66 2 

WTPC 184-200 2ò 1.750-1.840 1.880-1.970 3.00 5.66 2 

WTPC 193-200 2ò 1.840-1.930 1.970-2.060 3.00 5.66 2 

WTPC 202-200 2ò 1.930-2.020 2.060-2.150 3.00 5.66 2 

       

WTPC 213-250* 2 İò 2.020-2.130 2.150-2.290 3.75 6.30 1 

WTPC 224-250* 2 İò 2.130-2.240 2.290-2.400 3.75 6.30 1 

WTPC 235-250* 2 İò 2.240-2.350 2.400-2.510 3.75 6.30 1 

WTPC 246-250* 2 İò 2.350-2.460 2.510-2.620 3.75 6.30 1 

WTPC 257-250* 2 İò 2.460-2.570 2.620-2.730 3.75 6.30 1 

       

WTPC 271-300* 3ò 2.570-2.710 2.730-2.870 4.50 6.63 1 

WTPC 285-300* 3ò 2.710-2.850 2.870-3.010 4.50 6.63 1 

WTPC 299-300* 3ò 2.850-2.990 3.010-3.150 4.50 6.63 1 

WTPC 313-300* 3ò 2.990-3.130 3.150-3.290 4.50 6.63 1 

       

WTPC 328-350* 3 İò 3.130-3.280 3.290-3.480 5.50 6.95 1 

WTPC 343-350* 3 İò 3.280-3.430 3.480-3.630 5.50 6.95 1 

WTPC 358-350* 3 İò 3.430-3.580 3.630-3.780 5.50 6.95 1 

       

WTPC 373-400* 4ò 3.580-3.730 3.780-3.930 6.00 7.22 1 

WTPC 388-400* 4ò 3.730-3.880 3.930-4.080 6.00 7.22 1 

WTPC 403-400* 4ò 3.880-4.030 4.080-4.230 6.00 7.22 1 

WTPC 418-400* 4ò 4.030-4.180 4.230-4.380 6.00 7.22 1 

WTPC 433-400* 4ò 4.180-4.330 4.380-4.530 6.00 7.22 1 

*Please Note: For NPT sizes 2 İò and larger for use on interlocked armor, 

add suffix ñFò to catalog number. 
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HOW TO ORDERé 
 

Select the correct connector size 

 
Measure the outer diameter (O.D.) of the 

Armor or Metal Sheath on the cable 

 

Use the chart on the next page to find the 

appropriate size 

 

Contact your electrical distributor or 

call us for a quote 

 

 

SHIPMENT 
Same Day Shipment on Most Orders 

 

UPS Ground Service (Unless Specified 

Otherwise) 

 
No Minimum Order Required 

Water Tight Union Pouring Chamber (WTUPC) 
METAL CLAD (TYPE MC SERIES) CABLE CONNECTOR 

 

WATER TIGHT FLAME RETARDANT CONNECTOR 

 Used for locations requiring a union hub 

 Fast and easy installation 

 Unique one-piece body ï no internal components 
 Provides a 360° ground 

 Sealant and damming fiber provided 

 Internal scroll design prevents cable pullout 

 Allows continuity testing before sealing the connector  

 Factory assembled 
 

UL LISTED FOR THESE LOCATIONS 

 Class I, Division 1, Groups A, B, C & D 

 Class I, Division 2, Groups A, B, C, & D 

 Class II, Division 2, Groups E, F, & G 

 Class III  
 

SEALANT/DAMMING FIBER  
 2130® Epoxy Sealant by 3M 

 Flame retardant cotton damming fiber  
 

MATERIALS AVAILABLE 

 Standard Stock:  6061 Aluminum 

 Special Order: (Call for delivery date) 
o Brass 
o Nickel-Plating 
o Stainless Steel 303, 304, 316  

 

OTHER ACCESSORIES 

 Heat Shrink Sleeves for Harsh Environments 

 Duplex gun (sold separately) for clean & quick  
      injection of 2130 

 

ENGINEERING SERVICES 

 Available for Special Applications 
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Water Tight Union Pouring Chamber (WTUPC) Connector Size 
WTUPC 
Catalog 
Number 

NPT 
Thread 

Size 

Cable Armor 
Range O.D. 

(Inches) 

Cable Jacket 
Range O.D. 

(Inches) 

Connector 
Diameter 
(Inches) 

Connector 
Assembled 

Length (Inches) 

Std. 
Pkg. 
Qty. 

       

WTUPC 044-050 İò 0.380-0.440 0.470-0.530 1.25 5.00 10 

WTUPC 050-050 İò 0.440-0.500 0.530-0.590 1.25 5.00 10 
WTUPC 056-050 İò 0.500-0.560 0.590-0.650 1.25 5.00 10 
WTUPC 062-050 İò 0.560-0.620 0.650-0.710 1.25 5.00 10 

       

WTUPC 062-075 Ĳò 0.560-0.620 0.650-0.710 1.50 5.20 10 
WTUPC 069-075 Ĳò 0.620-0.690 0.710-0.780 1.50 5.20 10 
WTUPC 076-075 Ĳò 0.690-0.760 0.780-0.850 1.50 5.20 10 
WTUPC 083-075 Ĳò 0.760-0.830 0.850-0.920 1.50 5.20 10 
WTUPC 090-075 Ĳò 0.830-0.900 0.920-0.990 1.50 5.20 10 

       

WTUPC 097-100 1ò 0.900-0.970 0.990-1.060 2.00 6.00 5 

WTUPC 104-100 1ò 0.970-1.040 1.060-1.130 2.00 6.00 5 
WTUPC 111-100 1ò 1.040-1.110 1.130-1.200 2.00 6.00 5 
WTUPC 118-100 1ò 1.110-1.180 1.200-1.270 2.00 6.00 5 

       

WTUPC 125-125 1 ıò 1.180-1.250 1.270-1.360 2.12 6.20 5 

WTUPC 132-125 1 ıò 1.250-1.320 1.360-1.430 2.12 6.20 5 

WTUPC 139-125 1 ıò 1.320-1.390 1.430-1.500 2.12 6.20 5 

       

WTUPC 148-150 1 İò 1.390-1.480 1.500-1.590 2.50 7.00 5 

WTUPC 157-150 1 İò 1.480-1.570 1.590-1.680 2.50 7.00 5 

WTUPC 166-150 1 İò 1.570-1.660 1.680-1.770 2.50 7.00 5 

       

WTUPC 175-200 2ò 1.660-1.750 1.770-1.880 3.00 8.20 2 

WTUPC 184-200 2ò 1.750-1.840 1.880-1.970 3.00 8.20 2 

WTUPC 193-200 2ò 1.840-1.930 1.970-2.060 3.00 8.20 2 

WTUPC 202-200 2ò 1.930-2.020 2.060-2.150 3.00 8.20 2 

       

WTUPC 213-250* 2 İò 2.020-2.130 2.150-2.290 3.75 9.30 1 

WTUPC 224-250* 2 İò 2.130-2.240 2.290-2.400 3.75 9.30 1 

WTUPC 235-250* 2 İò 2.240-2.350 2.400-2.510 3.75 9.30 1 

WTUPC 246-250* 2 İò 2.350-2.460 2.510-2.620 3.75 9.30 1 

WTUPC 257-250* 2 İò 2.460-2.570 2.620-2.730 3.75 9.30 1 

       

WTUPC 271-300* 3ò 2.570-2.710 2.730-2.870 4.50 9.80 1 

WTUPC 285-300* 3ò 2.710-2.850 2.870-3.010 4.50 9.80 1 

WTUPC 299-300* 3ò 2.850-2.990 3.010-3.150 4.50 9.80 1 

WTUPC 313-300* 3ò 2.990-3.130 3.150-3.290 4.50 9.80 1 

       

WTUPC 328-350* 3 İò 3.130-3.280 3.290-3.480 5.50 10.20 1 

WTUPC 343-350* 3 İò 3.280-3.430 3.480-3.630 5.50 10.20 1 

WTUPC 358-350* 3 İò 3.430-3.580 3.630-3.780 5.50 10.20 1 

       

WTUPC 373-400* 4ò 3.580-3.730 3.780-3.930 6.00 10.60 1 

WTUPC 388-400* 4ò 3.730-3.880 3.930-4.080 6.00 10.60 1 

WTUPC 403-400* 4ò 3.880-4.030 4.080-4.230 6.00 10.60 1 

WTUPC 418-400* 4ò 4.030-4.180 4.230-4.380 6.00 10.60 1 

WTUPC 433-400* 4ò 4.180-4.330 4.380-4.530 6.00 10.60 1 

*Please Note: For NPT sizes 2 İò and larger for use on interlocked armor, 

add suffix ñFò to catalog number. 
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ACCESSORIES 
 

American Connectors, Inc. also provides accessories for use with the connectors, including: a 

duplex gun, static mixing nozzle, and sealant for use with our hazardous location connectors; and 

heat shrinkable sleeves for maximum corrosion protection.  We have provided more detailed 

information on the following pages about each of these products.  Please contact us if you have any 

questions. 
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THE SYSTEM  
Discover the fastest, cleanest, and most reliable method available for terminating in hazardous 

locations when you use our system. 

 
What is the preferred process for terminating metal clad cable in hazardous areas? 

1. Complete the termination 

2. Test the equipment 

3. Complete the seal in an assembly line method. 

 

What are the components of the system we use? 

 Duo pack cartridge to assure correct proportions for the seal 

 Static mixing nozzle for easy, thorough mixing and application 

 PER FIT
® 

connector for hazardous locations (WTPC or WTUPC) 
 Duplex gun (sold separately) for fast and clean injection of sealant 

 

What are the advantages of the PER FIT®
 connectors for hazardous locations?  

 A one-piece body with unique scroll design that can provide a 360° ground three times 

 A low profile for more connections in a small area 

 One injection port on each side for easy access sealing 

 Easy installation and sealing in vertical or horizontal locations 

 Saves time and money 

 Eliminates internal components  

 Prevents cable pullout 

 

What is ñThe Sealò? 

 The Seal is a 3M Brand 2130 Flame Retardant, Two-Part, Polyurethane Resin 

 Withstands Extreme Temperature Conditions 

 Can Be Sealed at 0°C 

 The Most Complete and Void Free Seal on the Market 

 

 

Please Note: Sealant 

and static mixing 

nozzle are included 

in connector price. 

To Order the Duplex Gun 

use item number: DAG-2 
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3M SCOTCHCAST
® 2130  

 

 

 

 

 

Minimum  Volume Required of 3M Scotchcast
®
 2130 Flame Retardant 

Compound Required for PER FIT
®
 Pouring Chamber Connectors 

Hub Size 

(inch) 

Volume 

(ounces) 

1/2 .40 

3/4 .60 

1 1.10 

1-1/4 1.70 

1-1/2 2.40 

2 5.00 

2-1/2 8.60 

3 13.00 

3-1/2 18.00 

4 24.00 
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HEAT  SHRINKABLE  SLEEVES 
 

Heat shrinkable sleeves may be used in conjunction with PER FIT
®
 connectors for maximum 

corrosion protection, thus making the connector impervious to hostile environments.  The sleeves 

are available for use with up to 2 ½ inch cable.  All sleeves are designed for slicing, sealing, and re-

jacketing of cables/connections and come with factory applied sealant.  Sleeves may be ordered 

separately or with the connector.  To order, please use the part number listed below with the 

appropriate quantity. 

 

 

HEAT  SHRINKABLE SLEEVES FOR NON-WATER TIGHT (NWT)  CONNECTORS 

 

Part Number 

 

Hub Size 

(inches) 

Connector 

Outer Diameter 

(inches) 

 

Sleeve Length 

(inches) 

ESN 050 1/2 1-1/8 6 

ESN 075 3/4 1-1/4 6 

ESN 100 1 1-5/8 7 

ESN 125 1-1/4 1-7/8 7 

ESN 150 1-1/2 2-1/4 7 

ESN 200 2 2-5/8 8 

ESN 250 2-1/2 3-1/4 8 

 

 

 

HEAT  SHRINKABLE SLEEVES FOR NON-WATER TIGHT UNION (NWTU) 

CONNECTORS 

 

Part Number 

 

Hub Size 

(inches) 

Connector 

Outer Diameter 

(inches) 

 

Sleeve Length 

(inches) 

ESNU 050 1/2 1-1/4 7 

ESNU 075 3/4 1-1/2 7 

ESNU 100 1 2 8 

ESNU 125 1-1/4 2-1/8 8 

ESNU 150 1-1/2 2-1/2 8 

ESNU 200 2 3 9 

ESNU 250 2-1/2 3-3/4 12 
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HEAT  SHRINKABLE SLEEVES FOR WATER TIGHT (WT)  CONNECTORS 

 

Part Number 

 

Hub Size 

(inches) 

Connector 

Outer Diameter 

(inches) 

 

Sleeve Length 

(inches) 

ESW 050 1/2 1-1/4 7 

ESW 075 3/4 1-1/2 7 

ESW 100 1 2 8 

ESW 125 1-1/4 2-1/8 8 

ESW 150 1-1/2 2-1/2 8 

ESW 200 2 3 9 

ESW 250 2-1/2 3-3/4 12 

 

 

 

HEAT  SHRINKABLE SLEEVES FOR WATER TIGHT UNION (WTU) & WATER 

TIGHT POURING CHAMBER  (WTPC) CONNECTORS 

 

Part Number 

 

Hub Size 

(inches) 

Connector 

Outer Diameter 

(inches) 

 

Sleeve Length 

(inches) 

ESWU 050 1/2 1-1/4 8 

ESWU 075 3/4 1-1/2 8 

ESWU 100 1 2 9 

ESWU 125 1-1/4 2-1/8 9 

ESWU 150 1-1/2 2-1/2 10 

ESWU 200 2 3 11 

ESWU 250 2-1/2 3-3/4 12 

 

 

 

HEAT  SHRINKABLE SLEEVES FOR WATER TIGHT UNION POURING 

CHAMBER  (WTUPC) CONNECTORS 

 

Part Number 

 

Hub Size 

(inches) 

Connector 

Outer Diameter 

(inches) 

 

Sleeve Length 

(inches) 

ESPC 050 1/2 1-1/4 9 

ESPC 075 3/4 1-1/2 10 

ESPC 100 1 2 10 

ESPC 125 1-1/4 2-1/8 12 

ESPC 150 1-1/2 2-1/2 12 

ESPC 200 2 3 13 

ESPC 250 2-1/2 3-3/4 16 
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INSTALLATION 

INSTRUCTIONS 
 
PER FIT

®
 connectors are easy to install, requiring minimal time and effort.  All connectors are 

shipped complete with all components needed for installation, including any locknuts and bushings 

(except on connectors with a union hub as they are not needed).  Follow the written and illustrated 

steps on the following pages for proper installation. 
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Preparation Inst ructions For The Loose End of         

Jacketed Interlock Armor    

 
1. Prior to terminating into your equipment, determine the length needed for the exposed 

leads plus 3 convolutions of cable armor   

         

2. Go down to the point on the cable where the armor will be cut and strip the jacket off 

approximately 6 convolutions  

       

3. Secure the section of the armor by running bonding adhesive in the channels of 

approximately 4 convolutions, starting next to the PVC jacket closest to the tight end 

of the cable  

                                                                                             

4. Allow the bonding adhesive to set at least 1-3 minutes, or until dry and not sticky                                                                           

5. Cut the armor on the 3
rd

 or 4
th

 convolution to expose the leads, making sure there are 

3 convolutions before and 3 convolutions after your cut  

         

6. Remove the excess jacket and armor                                           

            
 

Bonding Adhesive Recommendations: Cyanoacrylate Ester Adhesives*  

*We recommend Duro® Super Glue and Loctite® Super Glue by Henkel Consumer Adhesives 
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Preparation Instructions For The Loose End of  Non -         

Jacketed Interlock Armor            

 

1. Prior to terminating int o your equipment, determine the length needed for the exposed 

leads plus 3 convolutions of cable armor                                                                        

 
2. Mark the point on the cable where the armor will be cut                

 
3. Tighten the armor by twisting the cable (grip the cable with both hands, using your 

right hand twist the cable away from your body and with your left hand twist the cable 

towards you)  **Please Note: The photographer is facing the person twisting the cable 

so the hand on the left is really the right hand**                                                                                                                                

 
4. Temporarily apply several wraps of electrical tape to the armor where you will make 

your cut, this will maintain tightness until the bonding adhesive is applied    

5. Secure the section of the armor by running bonding adhesive in the channels of 

approximately 4 convolutions  

                                                                                                                                                          

6. Allow the bonding adhesive to set at least 1-3 minutes, or until dry and not sticky 

7. Cut the armor in the middle of the glued area to expose the leads                                                

 
8. Remove the excess armor                                                                                                               

                       

Bonding Adhesive Recommendations: Cyanoacrylate Ester Adhesives*  

*We recommend Duro® Super Glue and Loctite® Super Glue by Henkel Consumer Adhesives 


